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INSTRUCTION

B Head Operation

® Pan/Tilt Lock and
Torque Change

Handle Locking Knob
Sliding Quick Plate

Tilt Locking Knob
Tilt Torque Change

Pan Locking Knob

Head Fixing Handle

TiltYPan Locking Knob must not
be used for torque change
adjsutment whcih will cause
unexpected trouble.

Just turn one handy control
knob. Then select the best
torque setting (free setting and
3-mode torque).

Pan Handle

Plate Release Button
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—Plate Locking Knob

—Counter-Balance
Change Knob

Pan Torque
Change Knob

@ Counter Balance Change

Bubble Level

B Camera Mounting

Camera Screw for Spare
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Turn the Knob until the plate is
loose. Press the button and pull
the plate forward.

Just turn one handy control knob.
Then select the best torque setting
(free setting and 3-mode torque).
* The head should be remain.
The horizontal position during the above
operation.

® Adjustable, Telescopic

Pan-Handle

» To change the pan-handle length,
hold the grip and loose the locking
nut.

* To change the angle, turn the
locking knob and loose it.

After mounting the camera onto
the plate, just snap in the plate
with one easy touch as per the
drawing.

* It is MUST to release the Plate
Locking Knob during camera
mounting.

* Not necessary to press the
Plate Release Button.

* Attach the plate between 50
mm forward and backward
from the center of the platform.
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