Libe—c DL-10RB Com

pact SERVICE PARTS

*b :

¢ Require proper types of adhesive.
*a : Two-component adhesive. (Epoxy resin system)
Instant adhesive.

*c : Thread locking adhesives. (Anaerobic adhesive)
Grease that doesn't affect plastic.

®
¢ Grease which is applied before shipment.

No.| PART No. DESCRIPTION UQS-II-E\E) NOTE
A | DL10RB-A | Leg band 3
B | DL10RB-B | Track lock knob (red) 1
C | DL10RB-C | Track lock knob (grey) 2
D | DL10RB-D | Cable guard 3
E | DL10RB-E | Cable guard lock knob 3
F | DL10RB-F | Pedestal column lock screw 1
G | DL10RB-G | Pedestal column pressure plate 1
1 | DL10RB-1 | Dolly base 1
2 | DL10RB-2C| Dolly leg assembly (A) Compact 1
3 | DL10RB-3C| Dolly leg assembly (B) Compact 2
4 | DL10RB-4 | Dolly center leg cap 2
5 | DL10RB-5 | Dolly shaft 2
6 | DL10RB-6 | Lock pin 2
7 | DL10RB-7 | Dolly outside leg cap 3 with Parts
8 | DL10RB-8 | Track lock base 3
9 | DL10RB-9 | Caster (Double-wheel caster) 3
10 | DL10RB-10| Cable guard stay 3
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