Libec

P1000

System P1000 (Pedestal column) + DL-15B (Dolly)
Payload 60 kg / 132 Ib (Including head) Column section| 2 STAGE
Weight 29.8 kg / 65.6 Ib (Including adjust weight) 810 mm / 319" (Upper : 415 mm / 163", Middle : 395 mm / 15.6")
(Adjust weight 0.5 kg / 1.1 1b x 3) Column stroke | Upper column : air pressure
Height Max : 1490 mm / 58.7: . . Middle column : manual (with gas spring)
Min : 680 mm / 26.8 Maximum air pressure| 0.93MPa (9.3bar / 134.9psi)
Width W1 : (1010 mm / 39.87) Release valve pressure| 0.99MPa (9.9bar / 143.6psi)
W2 :( 982 mm / 38.7")
Remarks
B Exterior dimensions (mm)
Spoke

X Tray for adjust weight

Head mounting(P.C.D.111.1)

Head fixing bolt
2¢3/8-16UNC

Steering handle( ¢ 500)
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Manufacturer : HEIWA SEIKI KOGYO CO., LTD. 1908

978-1, Nishibukuro, Yashio—City, Saitama, 340-0833 Japan TEL. +81-48-995-1301 FAX. +81-48-997-0804 http://www.libec—global.com

DWG.NO.:50-50012-E




