Libec ZD-1

X Please purchase either DC-Z20 or DC-Z12, depending on the lens you use.

Available lens DC-Z20 : Canon 20-pin portable lenses

DC-Z12 : FUJINON 12-pin portable lenses

Clamping width $10 ~ 32 mm (0.39 ~ 1.26 inch )

Weight 0.45 kg ( 0.99 Ib : main body ) , 0.24 kg ( 0.53 Ib : mounting clamp )

Cable length 100 mm ( 39.4 inch )

Operating temperature [ 0°C ~ 40°C / 32°F ~ 104°F

Lens Switch F ( FUJINON ) or C ( Canon )

Zo0m Direction Switch REVERSE - - - Left (telephoto) — Right (wide—angle)

Functions NOMAL --- Left (wide—angle) — Right (telephoto)

ASSIGN REC/RET Switch| 1 (REC) /2 (RET ) or 1 (RET )/ 2 (REC)

Zoom Speed Switch | FAST (zoom speed is fast) — SLOW (zoom speed is slow)
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Manufacturer : HEIWA SEIKI KOGYO CO., LTD.
978-1, Nishibukuro, Yashio—City, Saitama, 340-0833 Japan TEL . +81-48-995-1301 FAX . +81-48-997-0804 http://www.libec—global.com
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